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EU Declaration of conformity 
 

1. Radio equipment type: Datix Wi-Trak Pro 4G [models WL-1D / WL-1GD / WL-2D / WL-2GD / WL-3D / WL-3D-W 

/  WL-3GD / WL-3GD-W / WL-4D / WL-4D-W / WL-4GD / WL-4GD-W]. 

2. Name and address of the manufacturer: S.A.V.V. Srl, Via Palli 2, 27053 Lungavilla – Italy. 

3. This declaration of conformity is issued under the sole responsibility of the manufacturer. 

4. Object of the declaration: Handheld with RFID, 2G/4G-LTE, GNSS, Wi-Fi (scan only) connectivity. 

Firmware version(s): 6.x 

 

 
 

 

CATEGORY – FREQUENCY – MODULATION - RATED R.F. POWER (MAX) 
 
RFID (ASK) 

TX 0.119-0.135 MHz, RX 0.119-0.135 MHz, 3.69dBuA/m (@3m) 

EGSM900 (GMSK, 8PSK - Conducted) 

TX 880-915 MHz, RX 925-960 MHz, 33dBm 

DCS1800 (GMSK, 8PSK - Conducted)  

TX 1710-1785 MHz, RX 1805-1880 MHz, 20dBm 

LTE E-UTRA (QPSK, 16QAM - Conducted) 

(B1) TX 1920-1980 MHz, RX 2110-2170 MHz, 23dBm 

(B3) TX 1710-1785 MHz, RX 1805-1880 MHz, 23dBm 

(B7) TX 2500-2570 MHz, RX 2620-2690 MHz, 23dBm 

(B8) TX 880-915 MHz, RX 925-960 MHz, 23dBm 

(B20) TX 832-862 MHz, RX 791-821 MHz, 23dBm 

(B28) TX 703-748 MHz, RX 758-803 MHz, 23dBm 

GNSS (BPSK) 

RX 1559-1610 MHz 

WI-FI (scan only) (DSSS) 

(2.4GHz ) RX 2412-2472 MHz 

 

5. The object of the declaration is in conformity with the relevant Union harmonisation legislation: Directive 
2014/53/EU and Directive 2011/65/EU and its amendments (Directive 2015/863/EU). 

6. Harmonised standards used to declare the conformity with the essential requirements of Directive 

2014/53/EU (RED) and Directive 2011/65/EU (ROHS) and its amendments: 

 
RED Art. 3.1(a) - HEALTH & SAFETY EN 50360:2017, EN 50566:2017, EN 62209-1:2016, EN 62209-

2:2010+A1:2019, EN 62479:2010, EN 50663:2017, EN 62311:2020, 

EN 62368-1:2020+A11:2020 

RED Art. 3.1(b) - EMC EN 301 489-1 V2.2.3 (2019-11), EN 301 489-3 V2.3.2 (2023-01), 

Draft EN 301 489-17 V3.2.6 (2023-06), EN 301 489-19 V2.2.1 

(2022-09), EN 301 489-52 V1.2.1 (2021-11) 

RED Art. 3.2 - RADIO EN 300 330 V2.1.1 (2017-02), EN 301 511 V12.5.1 (2017-03),  

EN 301 908-1 V15.2.1 (2023-01), EN 301 908-13 V13.2.1 (2022-

02), EN 300 440 V2.2.1 (2018-07), EN 303 413 V1.2.1 (2021-04) 

ROHS EN 63000:2021 

 

7. Not applicable. 

8. Accessories of the radio equipment: [Optional] Docking Station Battery Charger – Model WL-BC. 
9. The Technical Documentation (TD) relevant to the product object of this declaration is held at: S.A.V.V. 

Srl, Via Palli 2, 27053 Lungavilla – Italy. 
 

Signed for and on behalf of: S.A.V.V. Srl, Via Palli 2, 27053 Lungavilla - Italy 

Place and Date of issue: Lungavilla, July 2nd 2024 

Name, Title and Signature: Alberto Arneri (Product Manager) 
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Dichiarazione di conformità UE 
 

1. Tipo di apparecchiatura radio: Datix Wi-Trak Pro 4G [models WL-1D / WL-1GD / WL-2D / WL-2GD / WL-3D / 

WL-3D-W /  WL-3GD / WL-3GD-W / WL-4D / WL-4D-W / WL-4GD / WL-4GD-W]. 

2. Nome e indirizzo del fabbricante: S.A.V.V. Srl, Via Palli 2, 27053 Lungavilla – Italia. 

3. La presente dichiarazione di conformità è rilasciata sotto l’esclusiva responsabilità del fabbricante. 

4. Oggetto della dichiarazione: Dispositivo con connettività RFID, 2G/4G-LTE, GNSS, Wi-Fi (scan only). 
Versione(i) firmware: 6.x 

 

 
 

 

CATEGORIA – FREQUENZA – MODULAZIONE - MAX POTENZA R.F. 
 
RFID (ASK) 

TX 0.119-0.135 MHz, RX 0.119-0.135 MHz, 3.69dBuA/m (@3m) 

EGSM900 (GMSK, 8PSK - Conducted) 

TX 880-915 MHz, RX 925-960 MHz, 33dBm 

DCS1800 (GMSK, 8PSK - Conducted)  

TX 1710-1785 MHz, RX 1805-1880 MHz, 20dBm 

LTE E-UTRA (QPSK, 16QAM - Conducted) 

(B1) TX 1920-1980 MHz, RX 2110-2170 MHz, 23dBm 

(B3) TX 1710-1785 MHz, RX 1805-1880 MHz, 23dBm 

(B7) TX 2500-2570 MHz, RX 2620-2690 MHz, 23dBm 

(B8) TX 880-915 MHz, RX 925-960 MHz, 23dBm 

(B20) TX 832-862 MHz, RX 791-821 MHz, 23dBm 

(B28) TX 703-748 MHz, RX 758-803 MHz, 23dBm 

GNSS (BPSK) 

RX 1559-1610 MHz 

WI-FI (scan only) (DSSS) 

(2.4GHz ) RX 2412-2472 MHz 

 

5. L’oggetto della dichiarazione è conforme alla pertinente normativa di armonizzazione dell’Unione: 

Direttiva 2014/53/UE e Direttiva 2011/65/UE e sue modifiche (Direttiva 2015/863/UE). 

6. Norme armonizzate utilizzate per dichiarare la conformità ai requisiti essenziali della Direttiva 2014/53/UE 

(RED) e della Direttiva 2011/65/UE (ROHS) e sue modifiche: 

 
RED Art. 3.1(a) - HEALTH & SAFETY EN 50360:2017, EN 50566:2017, EN 62209-1:2016, EN 62209-

2:2010+A1:2019, EN 62479:2010, EN 50663:2017, EN 62311:2020, 

EN 62368-1:2020+A11:2020 

RED Art. 3.1(b) - EMC EN 301 489-1 V2.2.3 (2019-11), EN 301 489-3 V2.3.2 (2023-01), 

Draft EN 301 489-17 V3.2.6 (2023-06), EN 301 489-19 V2.2.1 

(2022-09), EN 301 489-52 V1.2.1 (2021-11) 

RED Art. 3.2 - RADIO EN 300 330 V2.1.1 (2017-02), EN 301 511 V12.5.1 (2017-03),  

EN 301 908-1 V15.2.1 (2023-01), EN 301 908-13 V13.2.1 (2022-

02), EN 300 440 V2.2.1 (2018-07), EN 303 413 V1.2.1 (2021-04) 

ROHS EN 63000:2021 

 

7. Non applicabile. 

8. Accessori dell’apparecchiatura radio: [Opzionale] Docking Station Carica Batterie – Modello WL-BC. 

9. La Documentazione Tecnica (TD) relativa al prodotto oggetto della presente dichiarazione è disponibile 

presso: S.A.V.V. Srl, Via Palli 2, 27053 Lungavilla – Italia. 
 
Firmata a nome e per conto di: S.A.V.V. Srl, Via Palli 2, 27053 Lungavilla - Italia 

Luogo e Data del rilascio: Lungavilla, 2 Luglio 2024 

Nome, Funzione e Firma: Alberto Arneri (Product Manager) 


